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SPECIFICATIONS
[1-5 ——8.0—~— 4.0 —
ELECTRICAL:
6.6 CONTACT RATING: 300 mA @ 125 VAC
55 CONTACT RESISTANCE: 20 MILLIOHMS MAX.
| 16.0 INSULATION RESISTANCE: 100 MEGOHMS MIN. @ 500 VDC
DIELECTRIC STRENGTH: 500 V RMS
1300 MECHANICAL :
2.60
4.00 " " 00 LIFE: 15,000 CYCLES
A ) - ACTUATION FORCE: 400 +150 GRAMS
r0-4 4.5 MATERIAL:
i ' | ACTUATOR: PBT, UL94V—0
|] D |] 716 15.3 REF HOUSING: STEEL, TIN PLATED
1 . I CONTACTS: PHOSPHOR BRONZE
J_ ———h H ‘ TERMINALS: BRASS
3.00 “ i J ] PLATING: CONTACT AREA — GOLD OR SILVER OVER NICKEL
f1.oo—4 —{—0.50 +/-0.05 0.50 +,/-0.05—]| TERMINATION AREA — TIN OVER NICKEL.
3.50 0.40 +/—0.05
£.00 TP, | 8 ENVIRONMENTAL:
15.1 =~ 6.1 OPERATING TEMPERATURE: —40°C TO +85°C
4,00 TYP.
3.50 ﬁ(ﬁ\— r1-80 1
Q.0 O } NOTE: X’ IN PART NUMBER DENOTES PLATING:
| 6.10
! 15.00 & i — SILVER PLATING
o 3 — GOLD PLATING
0.909 TYP. '—E—'
1.509 TYP.
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